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MAIN FUNCTIONS

•	 TIS: with EasyDiag function.
•	 Vehicle	selection	with	identification	of	diagnostic	connector	and	cable	

needed.
•	 ECU	diagnosis	with	parameters,	states,	error	read/delete,	activations,	

programming,	technical	specifications,	job	reports	and	test	result	saving.
•	 Road testing	with	parameter	graphs.
•	 Pokayoke functions and data	(airbag,	service,	vehicle	DTC	and	

technical	data	scan).
•	 Bluetooth	or	USB	port	connection	to	PC.

SOCIO X3 CARRYING CASE

•	 Tool	with	shock-resistant	case.
•	 EOBD	cable	for	vehicle	connection.
•	 USB	cable.
•	 Installation	manual.
•	 CD-Rom	with	manual	and	PC	software.
•	 Bluetooth	module	for	PC.

Multibrand diagnostic module for PC

Socio X3  code 0-67501320

Bluetooth for remote connection

Integrated shock protection

Pokayoke functions

Automatic error scan 

Automatic ECU Search

TIS operating system with Easy Diag

ALL THE DIAGNOSTIC FUNCTIONS YOU NEED FROM A PC

* OPTIONAL

CONNECTIVITY

COVERAGE FOR EUROPEAN VEHICLES AS WELL AS VEHICLES  
PRODUCED IN ASIA AND THE USA
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you need from a PC
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Carrying	case	with	motorcycle	
cables	
code 6011000312

Cable	carrying	case	 
Trailers	
code 6011000321

Carrying	case	with	Truck	 
cables	basic
code 6011000320

Carrying	case	with	European	
vehicle	cables	
code 6011000300

Carrying	case	with	Asian	 
vehicle	cables	
code 6011000305

A	guided	interactive	manual	
aids	in	coding,	adjustments	
and	activations.	Created	

complex	procedures	combine	
the	information	provided	by	the	
manufacturer	and	the	correct	

interpretation	of	the	data	arriving	
from	the	control	unit.

LICENSES  

Code 6011501011

ACCESSORIES

Code 8-62100017 - Win10 10” Tablet

TECHNICAL FEATURES 

-	 Dimensions: 38x99x149mm	
-	 Weight: 250g
-	 Degree of protection:	IP54
-	 Protection:	anti-shock	with	integrated	

stamped	rubber
-	 Operating temperature: -20	+70°C
-	 Power supply: 8-40V	from	EOBD,	 

USB	and	power	supply	connector
-	 Current absorption:	250mA	@	12V

-	 Wireless:	Bluetooth	class	1
-	 USB port

-		 Protocols supported:	Blink	code,	
CAN	ISO	11898,	ISO	15765-4,	K-L,	ISO	
9141-2,	ISO	14230,	SAE	J1850	PWM,	
SAE	J1850	VPW,	ISO	11519-2,	SAE	
J1708,	SAE	J2411,	SAE	J1939,	RS485,	
SCI,	CCD

ONLINE WORKSHOP DATA
from your instrument


